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1. Applicable Products 

This technical note applies to the following EP Cube Lite Products: 

EP Cube HES:  

EP Cube ComLite, 

EP Cube ComLite HybridNA306G,  

EP Cube ComLite HybridNA510G,  

EP Cube ComLite HybridNA613G,  

EP Cube ComLite HybridNA716G,  

EP Cube ComLite HybridNA720G 

2. EP Cube PV Installation Guide 

1. PV Parameter Table: 

Hybrid Inverter 

Battery module 2 3 4 5 6 

MPPTs 4 

Operating 

voltage range 

90Vdc - 550Vdc* 

PV maximum 

input voltage 

600Vdc 

Input current I mp 16A / I sc 20A per MPPT 

Rated PV Power 

Per MPPT 

4kWp 

Rated PV Power 

Per Hybrid 

10.6kWp 12.6kWp 14.1kWp 15.2kWp 15.2kWp 

*Power limitation will occur in the 550-600Vdc range, resulting in a decrease in PV power generation. 

 

2. Note: 

Please follow the voltage, current, and power requirements listed in the table above simultaneously 

when you installing PV panels. 

Please calculate the specifications and quantity of PV panels that can be installed based on rated PV 

Power Per MPPT and rated PV Power Per Hybrid limitations. 

 

3. If you have any questions or encounter any problems, please contact us. 

The contact email for NA EP team: service.us@epcube.com 

mailto:service.us@epcube.com

