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Introducing the next generation COOLMAX SR MAXIMIZERTM—the next stage in AERL’s successful 

MAXIMIZERTM MPPT product line.   Along with the same high quality performance and efficiency of 

previous AERL MAXIMIZERTM MPPTs, the next generation COOLMAX SR MAXIMIZERTM now also fea-

tures a large digital interactive touch-screen LCD display with greatly improved front panel program 

design for easier set up and data access, plus an all new remote monitoring capability which supports 

both CAN and Modbus communication protocols.  Building on the existing compact, lightweight and 

slimline ergonomic design, the next generation COOLMAX SR MAXIMIZERTM also sports a smart new 

look. 

Founded in 1985 to pioneer the development and commercialization of the MAXIMIZERTM, the world’s 

first MPPT Solar Charge Controller, AERL has supplied thousands of super efficient and highly reliable 

MAXIMIZERTM  MPPTs to satisfied customers worldwide.  AERL MPPT Solar Regulators alone have now 

totalled an astonishing 750 million field operating hours and supplied an incredible 12 Megawatts of 

power (installed capacity) to customers worldwide.  

COOLMAX SR Features 

 99% super high conversion efficiency  
 Higher input voltage for lower install cost 
 Superior power advantage & MPPT response 
 Smart multi-stage battery charging profile 
 World first MPPT touch screen display 
 Easy system set up and data access 
 Out of system programmability 
 Master/Slave configurability 
 Remote monitoring capability 
 CAN or Modbus comms options 
 Ultra low heat thermal design 
 Temperature compensation 
 Compact and lightweight 
 Robust and reliable 
 Australian designed and made 
 CE & C-Tick Compliant  

     MPPT SOLAR CHARGE CONTROLLER  -  Wall Mount 



Model Number SRMVW SRHVW 

   Output Current Rating 60A 45A 

   Nominal battery voltage 24 to 84V 48 to 132V 

   Maximum input voltage 180V 290V 

   Maximum power rating 4400W 5200W 

   Operating temperature range -20o to 50°C -20o to 50°+C 

   Peak efficiency 99% 99% 

   Weight 3.7kg 

   Dimensions (L x W x H) 356 x 121 x 103 mm 

Designed and Manufactured in Australia 

    

      PRODUCT SPECIFICATIONS 

Technical Enquiries 
Phone: +61 7 3129 4509 
Phone: +61 7 3267 8825 
Email: techsupport@aerl.com.au 

Sales Enquiries 
Phone: +61 7 3879 2912 
Mobile: +61 438 689 308 
Email: sales@aerl.com.au 

   For further information please visit our website at: www.aerl.com.au or contact us at: 

AERL MPPT Solar Regulators alone have now totaled an astonishing 750 million field operating hours and supplied 
an incredible 12 Megawatts of power (installed capacity) to customers worldwide.  


