ALL-FLEX® uL 128381284 / MTW / LEAD WIRE

TECHNICAL SPECIFICATIONS

CONSTRUCTION

Conductors

Voltage Rating

Insulation

Resistance Properties

Temperature Range

30 AWG ASTM Class K 99.99% oxygen-free electronic (OFE) high-purity bare
copper; Rope-lay, bunch-stranded single conductor

600V /1,000 V(AWM Style 10269)

PVC compound

Battery acid, crushing force, diesel fuel, engine coolant, engine oil, ethanol,
extreme temperatures, lame, gasoline, power-steering luid, and transmission
fluid

-50°C to 75°C (Wet)/ 105°C (Dry)

STANDARDS & CERTIFICATIONS

Industry Approvals

UL 758 (AWM Styles 1232, 1283, 1284, 1337, . CEC(CSAC22.1)

1338, 1339, 1581, 2556, 10070, and 10269) - ABYC E-11(AC/DC - Electrical Boat
UL 83 (THW, TW75, and THHW) Systems)

UL 1063 (MTW) . 33-CFR-Subchapter S

UL 1426 (BC5W2) . FT-1,FT-2,and FT-4

UL 1581 and UL 2556 . ForCTUSE(1/0 AWG and Larger)
CSA C22.2 No. 75(TW75), No. 127(TEW), . 75°C Wet Temp Rating (Water-Res)
No. 210 (AWM), and No. 2556 . 60°C 0il Temp Rating (Oil-Res)
cRUus Recognized . 720 Hour UV Rating(Sun-Res)
ASTM B3, B49, and B172

SAE J1127 Type SGT

NEC (NFPA 70)

STANDARD STOCK

Available Lengths

Reels at 250"/ 500"/ 1,000/ 2,500’
Coils at 25"/ 50"/ 100
Custom lengths available upon request

CUSTOMIZATION

Jacket Colors

Marking Options
] (]

Ca3

COPPERSTATE

BATTERY

@ Black(standard) @ Blue @ Green @ Red Yelow @ Orange

Quick Ink Print; Surface Ink Print; Indent Print; Sequential Footage Marking; Private Labeling
/ Branding



