ALL-FLEX® CA3

UL 1283 & 1284 / MTW / LEAD WIRE

COPPERSTATE

BATTERY

APPLICATIONS QUICK SPECS

All-Flex®is an incredibly versatile cable product often « 30 AWG ASTM Class K Bare 99.99% oxygen-free
referred to as UL 1283, UL 1284, MTW, THW, or lead wire. It electronic (OFE) high-purity copper

is designed for internal and external wiring, uninterruptible - PVClnsulation

power supplies, transformers, controls, battery chargers, - #8-500MCM

leads, and various other industrial and OEM applications. - 600V/1000V

- -50°C-75°C(Wet)/ 105°C (Dry)
« UL/cRUus/CSA/CTUse/ASTM/SAE/ABYC/FT

See reverse for full construction details and technical specifications

ALL-FLEX® | UL1283/UL1284/MTW /THW /LEAD WIRE

STRANDING INSULATION THICKNESS OUTSIDE DIAMETER
AWG SIZE I AMPACITY! LBS PER 1K'
#8 182/ 30 .060 1.52 .270 6.86 80 A 77
#6 273130 .060 1.52 315 8.00 105A m
#4 429/ 30 .060 1.52 .350 8.89 140 A 164
#3 533/ 30 .060 1.52 377 9.57 165 A 206
#2 676 /30 .060 1.52 419 10.64 180 A 246
#1 845/ 30 .080 2.03 490 12.45 220A 320
1/0 1,066 / 30 .080 2.03 .530 13.46 260 A 392
2/0 1,339/ 30 .080 2.03 579 14.7 300 A 485
3/0 1,677/ 30 .080 2.03 .632 16.05 350 A 596
4/0 2,108/ 30 .080 2.03 .695 17.65 405 A 741
250 MCM 2,527/30 100 2.54 .793 20.14 455 A 916
350 MCM 3,478/ 30 100 2.54 .915 23.24 570 A 1,242
500 MCM 5,054/ 30 100 2.54 1.130 28.70 700 A 1,815

"Allowable ampacity per NFPA 70 / NEC Article 310. Values are based on ambient temperature of 30°C.
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MADE IN USA



