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5.2 HAS Series Technical Parameters

Model HAS-3.8LV-USG1 HAS-4.8LV-USG1 HAS-6.0LV-USG1 HAS-7.6LV-USG1 HAS-9.6LV-USG1 HAS-11.5LV-USG1

Battery

Battery type Li-ion/Lead-acid

Battery voltage range (V) 40-60

Max. charge/discharge current (A) 80/80 100/100 100/100 160/160 200/200 200/200

Max. charge/discharge power (W) 3840/3840 4800/4800 4800/4800 7600/7600 9600/9600 9600/9600

Charging strategy for Li-ion battery Self-adaption to BMS

Charging curve 3 Stages/Equalization

External temperature sensor Optional

Communication CAN, RS485

AC Input and Output (On-grid)

Rated output power (W) 3840 4800 6000 7680 9600 11520

Max. output apparent power (VA) 3840 4800 6000 7680 9600 11520

Max. input power (W) 7680 9600 9600 15360 19200 19200

Rated AC output voltage/Range (V) 240, 211-264

Rated grid frequency (Hz) 60

Max. output current (A) 16 20 25 32 40 48

Max. input current (A) 32 40 40 64 80 80

Power factor >0.99 (0.8 leading ... 0.8 lagging)

THDi (@rated output) <3% 

AC Output (Off-grid)

Rated output power (W) 3840 4800 4800 7680 9600 9600

Max. output apparent power (VA) 7680, 10s 9600, 10s 9600, 10s 15360, 10s 19200, 10s 19200, 10s

Back-up switch time (ms) <10

Rated output voltage (V) 120/240 (split phase)

Rated output frequency (Hz) 60

Max. continuous output current (A) 16 20 20 32 40 40

THDv (@linear load) <3%

Efficiency

Max. battery discharge to AC efficiency 95.0% 95.0% 95.0% 95.0% 95.0% 95.0%

Protection

Anti-islanding protection Integrated 

AC over current protection Integrated

AC short current protection Integrated

AC overvoltage and undervoltage protection Integrated

Surge protection DC Type II/AC Type III

General

Dimensions (W × H × D) 19.8 × 24.2 × 7.95 inch (502 × 615 × 202 mm) 19.8 × 29.1 × 7.95 inch (502 × 740 × 202 mm)

Weight 61.7 lbs (28 kg) 81.6 lbs (37 kg)

Mounting Wall Mounting

Operating temperature -13  to +149  (>113

Relative humidity 0-95%, no condensing

Cooling Natural Convection

Topology (Battery) High-frequency Isolation

Altitude 6562 ft (2000 m)

Protection degree Type 4X

Noise (dB) <40

User interface LED & App

Digital input/output 1 × DI, 2 × DO

Communication RS485, Optional: Wi-Fi/WLAN/GPRS

Warranty 10 Years

Certifications and Standards

Grid connection standard IEEE 1547-2018, IEEE 1547.1-2020, SRD2.0 

Safety/EMC standard UL 1741, CSA C22.2 No.107.1, UL 1741 CRD, UL 1741 SB, FCC Part 15 Class B

Software approval UL 1998


