
COMPATIBLE INVERTERS 

Enable communications  between the 

battery, solar charge controllers, invert-

ers, grid, generator and more. 

Iron Edison battery directly communi-

cates with top inverter/charger brands 

in order to achieve the highest battery 

performance.   

ACTIVE CELL BALANCING  

An integrated Battery Management 

System (BMS) actively monitors each 

cell  for voltage, current, temperature 

and resistance during every charge 

and discharge cycle.  Active cell bal-

ancing means energy is routed be-

tween cells rather than lost to heat. 

10 YEAR WARRANTY  

Our Colorad0-based business stands 

behind our product with incredible 

customer service and a 10 year      

performance guarantee.     

Our customers are like family,  and 

we are always happy to help.   

 

INSTALLATION SUPPORT 

Every Lithium Iron battery comes with a 

10 YEAR performance guarantee, and 

LIFETIME technical support.   

We provide guidance  for installation, 

programming  and online monitoring. 

20.8 kWh  

400Ah 48V  

55”x24”x24”    

400lbs  
 

THE FUTURE IS NOW 

Compared to deep cycle lead acid       

battery , the Lithium Iron battery is    

superior in every regard. 

Triple the energy density, triple the cy-

cle life and half the weight of lead acid 

batteries.  

 IronEdison.com     720-432-6433 

 

 

The  LITHIUM 
Battery         IRON   



Battery  Chemistry Lithium Iron Phosphate (LiFePO4) 

Battery Type Deep-Cycle Rechargeable, Sealed, Maintenance-Free 

Enclosure Indoor-rated, 55” high x 24” deep x 24” wide, display included 

Efficiency 94.6% per measurements of existing systems 

Voltage Nominal 3.25 V cell  48 V battery   Operating  3.2-3.6 V cell   48-54 V battery 

Cycle Life 8,000 cycles at 70% DOD, 6,000 cycles at 80% DOD, at 25°C or 77 °F 

Self Discharge  less than .1% daily, 3% per month 

Warranty 10 years, full replacement for the first 24 months, pro-rated for months 25-120    

Technical Support Unlimited for life of battery 

End of Life EOL is described as a reduction of battery capacity to 80% of original specification.   

Safety Features Integrated battery management system (BMS), automatic DC disconnect 

Temperature Range 
46°C / 115°F (high)  to 0°C /  32°F (low)  
Battery will self protect from sub-freezing charge until cells have warmed 

Battery                      
Management 

BMS monitors cell and pack voltage, ambient and cell temperature, current sensing,  
Active cell balancing for maximum efficiency and performance.  

Rating 400 (Ah) 

Capacity (kWh) 20.8 (kWh) Total   16.64 (kWh) Available at 80% DOD 

Max Discharge  10 kW continuous  

 

 

SPECIFICATIONS 

 

The LITHIUM IRON battery: 

 Shorter lead times  

 Best price per kWh 

 Safest Lithium Iron chemistry 

 6,000-10,000 cycles 

 Easy to install 

 55” h x 24” deep x 24” wide 

 

 IronEdison.com 720-432-6433 
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