
MANUFACTURING
TM

Resists  
Moisture

Resists  
Abrasion

Resists  
Acid

Resists  
Diesel/Fuel

Resists  
Oil

Resists  
Weather

Made in
U.S.A.

All-Flex®

105C° dry 75C° Wet Rated 600V

500’ Reels, Custom Sizes and  
Packaging upon request

TEMP RANGE

STOCK SIZES

PVC Jacket

Class K 30 Gauge bare or tinned copper

INSULATION

CONDUCTORS

CONSTRUCTION:

• UL AWM Syles: 1232 - 1283 - 1284 -  
  1337 - 1338 - 1339 - 10070 - 10269
• MTW & THW
• BC-5W2 Boat Cable
• TEW FT1
• UL1426
• VW 1
• RoHS
• CSA Approved

All-Flex® multipurpose power cable 
is used in transformers, UPS, 
switchboard panels, controls, 
electronic circuits and meters. 
Applications include battery cable, 
battery charger cable, motor lead 
and power hookup cable. Approved 
for both indoor and outdoor use.



412 OAK STREET
DENVER, PA 17517

(866) 298-3686

 www.directmfg.com

CABLE OPTIONS

NAME

Quick
Print®

Indent 
Print

Custom
Stripe

Custom
Logos

#6
#4
#2
#1
1/0
2/0
3/0
4/0

250 MCM
350 MCM
500 MCM

166/.010
429/.010
676/.010
845/.010

1066/.010
1339/.010
1677/.010
2109/.010
2527/.010
3478/.010
5054/.010

106
160
241
315
391
478
594
735
884
1192
1277

.060
 .060
.060
.080
.080
.080
.080
.080
.100
.100
.100

.305

.350

.419

.490

.530

.579

.632

.695

.793

.915
1.380

1.52
1.52
1.52
2.03
2.03
2.03
2.03
2.03
2.54
2.54
2.54

7.47
8.89

10.64
12.44
13.46
14.70
16.05
17.85
20.14
23.24
35.05

GAUGE STRANDING WEIGTH 
LBS/1000’

INSULATION NOMINAL O.D.
IN INMM MM

CONSTRUCTION


