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I | JECHNICAL SPECIFICATIONS
GENERAL DESCRIPTION:
FIVE CHAMBER, POSITIVE DISPLACEMENT DIAPHRAGM PUMP.
SELF PRMING, INTERWTTENT DUTY (WET OR DRY),
PERMANENT MAGNET MOTOR.
MECHANICAL AND HYDRAUIIC SPECIFICATIONS:
1. HYDRAULIC SPECIFICATIONS: 40 PSI (2.7 BAR) © 3.15 GPM +/— 10 %
| 3 P o FEEy o B
PUMPHEAD / \ { 4. LIQUID TEMPERATURE NOT TO EXCEED 140F.
1 L 1 \3 ELECTRICAL & SAFETY DETAIS:
- PRESSURE| FLOW | AMPS 1. VOLTAGE: 115 VAC
PSI GPM 2. AMPERAGE: 1.6 AMPS MAX @ 60 PSI (4 BAR).
3. MOTOR TYPE: PERMANENT MAGNET DC, TOTALLY ENCLOSED
M 0 4.80] 0.75 4. LEADS: 14 AWG, SINGLE CONDUCTOR, RED/BLACK
(2.50) 10 450 | 0.85 5. DUTY CYCLE: INTERMITTENT
é N 20 2001 1.05 6. MOTOR INSULATION CLASS: CLASS F
H 3 .
ﬁ 00 40 315 | 1.35 MATERIAL SPECIICATIONS;
T 0 HOUSINGS: NYLON
@ (7.84) VALVES: EPDM
DIAPHRAGM: SANTOPRENE
L 0 PUMP HEAD FASTENERS: CARBON STEEL & STAINLESS STEEL.
(288) OTHER SPECIFICATIONS:
1. BALL BEARING IN REAR END BELL AND FRONT END BELL.
2. PRIVATE LABEL TO SPECIFY MODEL 4 SERIAL # AND MFG DATE.
@ 3. PACKAGING: SINGLE PACK 4 / CASE
4. WEIGHT: APPROXIMATELY 8 LBS.
0 5. PORTS: 1/2" FEMALE NPT THREAD.
~) 6. SEALED MOTOR
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